Using S7-LAN with an ALF as a WLAN Router
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Integrate a S7-LAN in a avaiable WLAN with an ALF
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Integrate a S5-LAN++ in a avaiable WLAN with an ALF
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Using S5-LAN-++ with an ALF as a WLAN Router
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Under the web-address https://www.process-informatik.de are product specific
documentations or software-driver/-tools available to download.
If you have questions or suggestions about the product, please don't hesitate to contact us.

Process-Informatik Entwicklungsgesellschaft mbH
Im Gewerbegebiet 1
DE-73116 Waschenbeuren
+49 (0) 7172-92666-0

info@process-informatik.de
https://www.process-informatik.de
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M enutree Website: QR-Code Website:

+ Products/ docu / downloads
+ Hardware
+ Programming devices
+ Programming adapter S7
+ WLAN/WIFI
+ Profinet PLCs/ Ethernet-CPs
+ ALF-Devices
+ ALF

Please make sure to update your drivers before using our products.



Detect unnecessary idling

parameters and evaluate them then later. Find so unnecessary idle-times and increase so
the efficiency.

Detect and alarm Profinet burglary

g .

Recognize cable breakage, contact problems and line faults.
Retransmissions and failures are logged and reported.
Early acting before total failure of the participant.



Detect and alarm Profinet burglary

Detection and logging of unauthorized access in the defined Profinet

Attempted break-ins and access to the network are recognized immediately and e.g.
reported by email

Logging of all accessesin the network for historical processing

Possible data-storage USB-stick or FTP-server via USB-network-stick.

Data backup S5-PLC on FTP-server viadig. 10
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Via digital input triggered DB-backup/-restore without additional PC via PG-socket and
Ethernet to FTP-server



Use on-site without PC-adapter?
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With the MPI/PPI/Profibus-modem you can connect serial to your PC/laptop and then
communicate directly with the PLC without a PC-adapter or other S7-programming
cables.

Sending ASClI-datato aPC

Your car park or control sends the configuration/capacity utilisation to a PC with a
modem, so that the data can be used for further processing.



