Using S7-LAN with an ALF as a WLAN Router

24V power source

patch cable

1 Connect the 24V power source
and the computer to configure

Easy Setup

92.168.3.1

2 255.255.255.0

Static (Fixed IP) Y

Configure your IP address and
subnet mask

5 Connect the S7-LAN with a
patch cable
Your S7-LAN is now available
from every WLAN participants

9352-ALF

Easy Setup

elect an Operation Mode FadzllllCIgENS

Select,,AP-Router” on
menu Easy Setup”

Easy Setup

SSLES TN \\/| AN Name M Hide
Encryption Settings =t vA=tq v

Pre-Shared Key TN

4 Now configure your networkname
and encryption

6 Installing TIC driver

TIC driver avaiable on
www.tpa-partner.de



Integrate a S7-LAN in a avaiable WLAN with an ALF
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Integrate a S5-LAN++ in a avaiable WLAN with an ALF
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Using S5-LAN-++ with an ALF as a WLAN Router
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Under the web-address https://www.process-informatik.de are product specific
documentations or software-driver/-tools available to download.
If you have questions or suggestions about the product, please don't hesitate to contact us.

Process-Informatik Entwicklungsgesellschaft mbH
Im Gewerbegebiet 1
DE-73116 Waschenbeuren
+49 (0) 7172-92666-0

info@process-informatik.de
https://www.process-informatik.de
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M enutree Website: QR-Code Website:

+ Products/ docu / downloads
+ Hardware
+ Programming devices
+ Programming adapter S7
+ WLAN/WIFI
+ Profinet PLCs/ Ethernet-CPs
+ ALF-Devices
+ ALF

Please make sure to update your drivers before using our products.



Worldwide remote-access thanks to our own cloud

Serviceplatz Deutschland

CONNECT- @

CLOUD

Worldwide remote-maintenance without additional costs thanks to our own cloud

Your devices connect to your own cloud, no matter where they are in the world. Only
your devices are in your own private cloud, no one else has access to the cloud. In
addition, you can provide each device with its own connection-password, so that the
individual systems are protected despite the private cloud.

No registration on any portals, no hidden additional costs, your devices in your own
cloud are always accessible.

Thisis how remote maintenance/remote accessis fun.

PL C coupling (data exchange between PLCs)
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Your pumping stations report the water levels of the central control via telephone
network. The central office itself can of course transmit commands/messages to the
substations as well. Thereto no dedicated line is required, a "normal" telephone
connection is sufficient because the devices cut the line after occured message.



Sinec-L 1-bus without master (CP530)
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Y ou have a running Sinec-L 1-bus and your master the CP530 is defective or rather broke
down and the bus has to continue running? No problem, connect the L 1-controller to the

according bus-modules instead of the CP530, define the circulation list of the clients and
the L 1-bus continues running immediately.

Capture data and control independently

Apply small control tasks of your systems with EtherSens-Control-devices. Determine
switching points where the device is running to respond. Depending on the
parameterization, an email or SMS notification (depending on the device-configuration)
or the device automatically controls via the optional 10-modules (analog / digital / relay).



Actual data of S5/S7-PLC in Excel-file

Vorlage + aktuelle SPS-Daten => Excel-Datei
Template + actual PLC-data => Excel-file

Logging of workflows, recording of operating states, archiving of process data, all of
these requirements can be handled with "PLC datain Excel".

You create a template-file in Excel, enter special keywords as placeholders for PLC-data
such as flags, timers, counters, I/0O and the connection-parameters and save the file as a
template for the tool. The tool runs on a Windows compatible PC and polls the defined
controller. As soon as the trigger event occurs, the configured PLC-data is read out and
entered in the template file instead of the placeholder and saved under a specified
file-name in the specified directory.

It is also possible to communicate with controllers without a network-interface via
S7-LAN (with S7-200/300/400) or S5-L AN++ (with S5-90U to 155U).

A corresponding Excel-file for each trigger event.

| Interface-products for S7-PLC

Communication with S7-PLC, just how and with what?

Data communication with S7-PLC from PC or other devices, which interface fits on/to
my controller. All questions you don't have to worry about. With "Programming adapter
S7" you get the right interface for PPI, MPI and Profibus.

Select the interface of your PC or device (serial via COM-port, USB, Ethernet (network),
WIFI) and you will be shown the possible products.

Which one you use then is up to you.



