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S7-PLC and serial ASCII-data

S7-PLC should process serial ASCII-data from another/external device and send back the
corresponding data?
 "RS232 on S7" receives this serial data and transfers it to a data-block of your choice
specified in the configuration. The S7-PLC can then process the data received in this way
and send back an answer via a data-area that is also defined.
 The baud-rate of the serial line can be freely selected. This allows communication with
the ASCII-transmitter to be implemented, with the S7-PLC using the two specified
data-areas as input-/send-compartments.

Management of the data-areas

With the management of the data-areas it is determined whether the entered data-areas can
be read/written via the module with the connected controllers. A central button for the
function determines whether the specified inputs are "allowed" or "not allowed" are.
 The input itself is kept very simple: "r" for reading and "w" for writing, a ":" as a
separator and then the data-area in S7-format. If there is only one CPU on the bus, the
CPU-address does not even have to be specified, the participant on which the module is
plugged in is used.



Serial communication with CP and more S5-assemblies

You have a PC with programming software and a 9pin COM-port as interface? No
problem, for this purpose the PG-UNI-cable is exactly the right product. Connect it to a
Siemens assembly such as H1-CP (CP1430), WF470 and PC or CP-525 with the
CP525-adapter and PC and you're Online.

Data backup S5-PLC on SD-card via dig. IO

Via digital input triggered DB-backup/-restore without additional PC via PG-socket and
Ethernet to SD-card



Access to MPI/Profibus without power supply

Your're right in the middle of your production line and are standing in front of a passive
assembly just like a switcher or a ET200, in that case you won't be able to go Online
without an external power supply of your programming adapter, unless you're using the
S7USB. This module is supplied completely from the USB-interface.

Remote-maintenance Siemens-S7-PLC with MPI/Profibus with firewall

Remote-maintenance of a Siemens-S7-controller with S7-LAN on MPI/Profibus via
secure VPN-tunnel and scalable firewall


