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+ Hardware
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+ Programming adapter S7
+ WLAN/WIFI

+ Profinet PLCs / Ethernet-CPs
+ ALF-Devices

+ ALF

Please make sure to update your drivers before using our products.



DB-Backup/Restore S7-PLC PN-port on USB-stick via dig. IO

Via digital input triggered DB-backup/-restore without additional PC via PN-port to
USB-stick

Log messages via e-mail

You want to be informed of access violations and range errors in the communication with
your controls? No problem, with the S7-firewall you can be informed about each of these
attacks / injuries by email to determine each polluter.



PLC-coupling (data exchange between PLC-devices)

Your pumping stations report the water levels of the central control via telephone
network. The central office itself can of course transmit commands/messages to the
substations as well. Thereto no dedicated line is required, a "normal" telephone
connection is sufficient because the devices hangs up the line after occured message.

Standardised time

Should all EtherSens devices record time-synchronized in your equipment? By coupling
with an NTP-time-server, all devices pick up the current time and adjust this.



Transformation of Rack/Slot in TSAP to MPI-address

Your panel or visualisationsystem addresses the used PLC with Rack/Slot in TSAP? No
problem, activate this mode in the S7-LAN and you will get actual data from the PLC.

DB-Backup/Restore S7-PLC PN-port on USB-stick via dig. IO

Via digital input triggered DB-backup/-restore without additional PC via PN-port to
USB-stick


