
Technical data / connection 
Magnetic base antenna for indoor use

 

Connection: 
Place the antenna base on a metal surface and screw on the rod. 
Screw with feeling the cable on the device onto the WIFI socket. 
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Under the web-address https://www.process-informatik.de are product specific
documentations or software-driver/-tools available to download.

If you have questions or suggestions about the product, please don’t hesitate to contact us.
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QR-Code Website:Menutree Website:
+ Products / docu / downloads

+ Accessories
+ Antennas / Accessories

+ Magnetic base antenna for S5-/S7-BRIDGE / CONNECT

Please make sure to update your drivers before using our products.



Logged data to Excel

Capture the required values, whether if energy-data, states of inputs or outputs, process
values such as oxygen-content in the environment,... and write this with a timestamp in a
CSV-file. This file can then be read and processed with Excel.

Log messages via e-mail

You want to be informed of access violations and range errors in the communication with
your controls? No problem, with the S7-firewall you can be informed about each of these
attacks / injuries by email to determine each polluter.



Data backup S5-PLC on USB-stick

S5-PLC triggered DB-backup/-restore without additional PC via PG-socket and Ethernet
on USB-stick

Sinec-L1-bus without master (CP530)

You have a running Sinec-L1-bus and your master the CP530 is defective or rather broke
down and the bus has to continue running? No problem, connect the L1-controller to the
according bus-modules instead of the CP530, define the circulation list of the clients and
the L1-bus continues running immediately.


