9352-ALF-ANT

Technical data / connection
Magnetic base antenna for indoor use

Specification

390mm

Connection:
Place the antenna base on a metal surface and screw on the rod.
Screw with feeling the cable on the device onto the WIFI socket.



Under the web-address https://www.process-informatik.de are product specific
documentations or software-driver/-tools available to download.
If you have questions or suggestions about the product, please don't hesitate to contact us.
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+ Antennas/ Accessories
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Please make sure to update your drivers before using our products.



Profinet-Member-Analysis

Exact analysis of your Profinet members.
Addresses, configurations and other data can be recorded directly.
See immediately possible conflicts due to the configuration.

Remote-maintenance Siemens-S7-PL C with M PI/Profibus with firewall

Remote-maintenance of a Siemens-S7-controller with S7-LAN on MPI/Profibus via
secure VPN-tunnel and scalable firewall



Data backup S5-PLC on FTP-Server

S5-PLC triggered DB-backup/-restore without additional PC via PG-socket and Ethernet
on FTP-server

Serial programming of the S7- PLC

(max.187,5 Kbit/s)

With the M PI/PPI-cable you have the ability to access a connected SPC-PLC S7-200 (PP
9600 Baud and 19200 Baud) as well as S7-300/400 (MPI/Profbus 9600 Baud up to

187500 Baud) via PC seria with up to 115200 Baud for reading respectively writing of
data.



