9352-ALF-ANT

Technical data / connection
Magnetic base antenna for indoor use

Specification

390mm

Connection:
Place the antenna base on a metal surface and screw on the rod.
Screw with feeling the cable on the device onto the WIFI socket.



Under the web-address https://www.process-informatik.de are product specific
documentations or software-driver/-tools available to download.
If you have questions or suggestions about the product, please don't hesitate to contact us.
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+ Products/ docu / downloads
+ Accessories
+ Antennas/ Accessories
+ Magnetic base antennafor S5-/S7-BRIDGE / CONNECT

Please make sure to update your drivers before using our products.



Actual time for the PLC?

You need in your PLC a actua time? No problem, with the NTP-function the
MPI-LAN-cable get from a NTP-(Time-)Server the actual time and transfers it direct into
the configured PLC or for processingin a DB.

Detect and alarm Profinet burglary

Detection and logging of unauthorized access in the defined Profinet

Attempted break-ins and access to the network are recognized immediately and e.g.
reported by email

Logging of all accessesin the network for historical processing

Possible data-storage USB-stick or FTP-server via USB-network-stick.



Remote-maintenance Siemens-S7-PL C with PN-Port with firewall

Remote-maintenance of a Siemens-controller with network-connection via secure
VPN-tunnel and scalable firewall

Wireless around the Pilz-PLC

i

Move wirelessly around the Pilz-PLC and communicate for example ONLINE in the
status



