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Under the web-address https://www.process-informatik.de are product specific
documentations or software-driver/-tools available to download.
If you have questions or suggestions about the product, please don’t hesitate to contact us.
Process-Informatik Entwicklungsgesellschaft mbH
Im Gewerbegebiet 1
DE-73116 Wäschenbeuren
+49 (0) 7172-92666-0
info@process-informatik.de
https://www.process-informatik.de

Menutree Website:
QR-Code Website:
+ Products / docu / downloads
+ Accessories
+ Antennas / Accessories
+ Magnetic base antenna for ALF / S5-/S7-BRIDGE

Please make sure to update your drivers before using our products.

Access to MPI/Profibus without power supply

PLC-access in the production-system to "passive assemblies" such as frequency-converter
or ET200 or on a bus-connector without PLC, not actually possible without 24V DC for
the interface product.
MPI-USB-cables 3m or 5m are supplied from the USB-interface of the PC and therefore
do not require 24V DC from the connected participant. In addition, communication can
also take place on the Profibus of a VIPA-PLC (no 24V DC).

SMS Email with LOGO!

Send of all kinds of SMS-messages controlled by the LOGO!-Control

Couppling ProfiNet to MPI/DP inclusive WIFI-interface

Wired or wireless communication (WIFI) via the same adapter with the respective control
Devices from the BRIDGE-family always connect a wired-network with a
wireless-network (WIFI) and a specific PLC-interface. This gives you access to the
directly connected controller via WIFI (with S7 to the entired bus) as well as to the wired
Ethernet. Of course also from wired Ethernet to WIFI and control/bus.
Always connected to each other, all made possible by the devices of the BRIDGE-family.

Programming of S5-PLC above H1-, L1- or L2-Bus

You have an existing L1-, L2- or H1-bus on the customer side and have to program
parallel the PLCs? No problem, just connect the communication processor (CP) with a
monkey swing to the PLC, the Tele-Network-device with the TELE-CP-cable to a free CP
and select the needed PLC with PG-path selection. Herefore the L1-, L2- or H1-option is
needed.

Free definable limits

You need some limits? No problem, with the OSC-II-devices you will be able to define 3
relay outputs (toggle switch) like UG (down level) or OG (top level) or as a ready-flag
(internal probe has working temperature).

Integrated phone-book

You have to consider several facilities and do not want to keep a watch list with phone
numbers? No problem, the TELE-router contains a phone book, so you any time maintain
the entire data connection in the router and build to the opposite side by clicking the link
in the web browser.

