
Technical data / connection 
Magnetic base antenna for indoor use

 

Connection: 
Place the antenna base on a metal surface and screw on the rod. 
Screw with feeling the cable on the device onto the WIFI socket. 
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Under the web-address https://www.process-informatik.de are product specific
documentations or software-driver/-tools available to download.

If you have questions or suggestions about the product, please don’t hesitate to contact us.
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QR-Code Website:Menutree Website:
+ Products / docu / downloads

+ Accessories
+ Antennas / Accessories

+ Magnetic base antenna for S5-/S7-BRIDGE / CONNECT

Please make sure to update your drivers before using our products.



Interface for Mitsubishi Melsec Fx- & A-series

Changes to Mitsubishi PLCs but no interface cable?
 Use the SC09 cable to connect the PC to the Mitsubishi MELSEC FX & A series. Any
PLC with an RS-422 interface can be connected. Including adapter cable for 8-pin DIN
connection, firmly attached so that it can never be forgotten. One cable for both types,
universal to the Mitsubishi PLC.

Documentation of oxygen concentration

The integratet current output issues the actual concentration in the range of 0/4 - 20mA
via free definable limits.



S7-1200/1500 to S5

Coupling S7-controller with PN-port at S5-controller with PD-port via network

Remote maintenance / telecontrol of PLC-devices

Access to the connected PLC takes place by coupling via Analogue-, ISDN- (only with
AB-adapter) and GSM-(only with external GSM-modem)-line.


