
Assembly instructions Beam-antenna for ALF

Fundamental:
This  antenna  is  a  beam-antenne  designed  for  the  2.4
GHz WLAN frequency band with a performance gain of
17dbi. Through the rich performance gain and the strong
signal bundling, very high distances can be bridged. The
assembly takes place on a rod with diameter 38 - 51mm.
The  antenna  cable  must  be  tightly  screwed  after
assembly, mounting the two antennas in direct alignment
to each other. 

Installation:

Attention: No  liability  for  performance  or  durability
problems, losses are taken over if the assembly was not
carried out according to this manual. 
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Under the web-address https://www.process-informatik.de are product specific
documentations or software-driver/-tools available to download.

If you have questions or suggestions about the product, please don’t hesitate to contact us.
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+ Products / docu / downloads

+ Accessories
+ Antennas / Accessories

+ Beam antenna for ALF

Please make sure to update your drivers before using our products.



Interface-products for S5-PLC

Communication with S5-PLC, just how and with what? 
 Data communication with S5-PLC from PC or other devices, which interface fits on/to
my controller. All questions you don't have to worry about. With "Programming adapter
S5" you get the right interface. 
 Select the interface of your PC or device (serial via COM-port, USB, Ethernet (network),
WIFI) and you will be shown the possible products. 
 Which one you use then is up to you.

Variable-chart without Step7-programming package

You would like to give your customer the opportunity to read current numbers of the
manufacturing Online, without installing a visualisation or even the STEP7-package?
Then a S7-LAN with the option Status Variable" is needed, and your customer can take a
look at these password protected data on a site of the integrated webserver.



Message dispatch from the PLC

Send directly from your PLC news, statuses, alarms as SMS or email.

Doubling of PPI/MPI/Profibus-interface without bus-connector

Do you have a single control with panel in use and have to accomplish a little
modification in the control program? No problem, plug the T-Connector on the PLC, the
panel and PC to the device and then both participants can work with the PLC without
annoying bus-cable tapering and interconnections.


