
Assembly instructions Beam-antenna for ALF

Fundamental:
This  antenna  is  a  beam-antenne  designed  for  the  2.4
GHz WLAN frequency band with a performance gain of
17dbi. Through the rich performance gain and the strong
signal bundling, very high distances can be bridged. The
assembly takes place on a rod with diameter 38 - 51mm.
The  antenna  cable  must  be  tightly  screwed  after
assembly, mounting the two antennas in direct alignment
to each other. 

Installation:

Attention: No  liability  for  performance  or  durability
problems, losses are taken over if the assembly was not
carried out according to this manual. 
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Under the web-address https://www.process-informatik.de are product specific
documentations or software-driver/-tools available to download.
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Use on-site without PC-adapter?

With the TeleService-device you can connect serial or by USB-cable to your PC/laptop
and then communicate directly with the control without a PC-adapter or other
S7-programming cables.
 The USB-cable is a standard-cable just as the one you use at your printer.

Galvanic coupling to the S5-PLC (CPU-assemblies 15pin)

S5-PLC-communication, high-quality PC and fear of interfaces, unsure whether the PLC
is grounded or the PLC is in an unsafe environment. Galvanic-separation is the most
practical solution. "PG-ISO-Set" (PG-UNI-cable + PG-ISO-adapter) galvanically
separates the coupling to the connected S5-PLC, offers protection of the PCs up to a
voltage difference of 1000V. 
 If galvanic-isolation is not required, remove the PG-ISO-adapter and use the
PG-UNI-cable like a standard S5-interface-cable.
 No external supply necessary, function on 15-pin PG-interfaces. Earth objects between
the PC and the S5-PLC are separated.



Watching of S7-PLC-devices via LAN without Ethernet-CP

Your panel only has a LAN-socket as PLC-interface? No problem, connect this socket
with the S7-LAN or the MPI-LAN-cable and plug it directly on the PPI/MPI/Profibus of
the PLC. Then access to the variables and data of the PLC is already available.

Data backup S7-PLC over MPI/Profibus on USB-stick

S7-PLC triggered DB-backup/-restore without additional PC via MPI/Profibus on
USB-stick


