
Assembly instructions Beam-antenna for ALF

Fundamental:
This  antenna  is  a  beam-antenne  designed  for  the  2.4
GHz WLAN frequency band with a performance gain of
17dbi. Through the rich performance gain and the strong
signal bundling, very high distances can be bridged. The
assembly takes place on a rod with diameter 38 - 51mm.
The  antenna  cable  must  be  tightly  screwed  after
assembly, mounting the two antennas in direct alignment
to each other. 

Installation:

Attention: No  liability  for  performance  or  durability
problems, losses are taken over if the assembly was not
carried out according to this manual. 
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Under the web-address https://www.process-informatik.de are product specific
documentations or software-driver/-tools available to download.
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Please make sure to update your drivers before using our products.



Informations about the bus

View information from the connected bus-system in plain text without using the
Simatic-Manager or TIA-Portal. With the connection-menu you get the list of reachable
nodes, marked in color whether it is an "active bus-participant", is a "candidate for
inclusion in the bus" or a "passive bus-participant".
 You can also see whether cyclic bus-parameter-protocols have been received, you are "in
the bus" yourself, the bus-address of the participant recognized as a "direct participant"
(on which the S7-LAN is located) and whether the contained modules such as "variable
control", "gateway-coupling",... actively communicate.

PLC coupling (data exchange between PLCs)

Your pumping stations report the water levels of the central control via telephone
network. The central office itself can of course transmit commands/messages to the
substations as well. Thereto no dedicated line is required, a "normal" telephone
connection is sufficient because the devices cut the line after occured message.



Serial programming of the S7- PLC

With the MPI/PPI-cable you have the ability to access a connected SPC-PLC S7-200 (PPI
9600 Baud and 19200 Baud) as well as S7-300/400 (MPI/Profbus 9600 Baud up to
187500 Baud) via PC serial with up to 115200 Baud for reading respectively writing of
data.

Data logger with FTP-interface

You need a data logger which tape-records the specified data of the PLC and you can
collect the data via FTP on demand. No problem, TP-II with the option Datalogger is the
solution for you.


