
Assembly instructions Beam-antenna for ALF

Fundamental:
This  antenna  is  a  beam-antenne  designed  for  the  2.4
GHz WLAN frequency band with a performance gain of
17dbi. Through the rich performance gain and the strong
signal bundling, very high distances can be bridged. The
assembly takes place on a rod with diameter 38 - 51mm.
The  antenna  cable  must  be  tightly  screwed  after
assembly, mounting the two antennas in direct alignment
to each other. 

Installation:

Attention: No  liability  for  performance  or  durability
problems, losses are taken over if the assembly was not
carried out according to this manual. 
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Under the web-address https://www.process-informatik.de are product specific
documentations or software-driver/-tools available to download.

If you have questions or suggestions about the product, please don’t hesitate to contact us.
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Please make sure to update your drivers before using our products.



Profinet life cycle monitoring and alarming

Identify impending failures in your Profinet.
Creeping aging will be displayed to you very detailed.
The Profinet-Watchdog give you the change to react before something happens.

Data backup S7-PLC over MPI/Profibus on USB-stick via dig. IO

Via digital input triggered DB-backup/-restore without additional PC via MPI/Profibus to
USB-stick



Active on every S5-PLC

PLC's without current-sources (+20mA) and voltages (5V/24V) at the PG-interface such
as the AS511-plug-in card?
The PG-USB-cable does not need anything, it is supplied directly from the USB-socket to
which it was plugged. It is active towards its communication-partners, contains its own
current-sources.
Universally connected to the S5-PLC without worrying about the supply. Function also
given on controls with current-sources/voltages.

Universal coupling

You need a family of devices with which you can solve all your requirements? No
problem! With the TELE-router you are able to establish a connection via analog, ISDN
or PPPoE (DSL cable modem). The devices are compatible with each other in each case,
so that no further additional hardware is needed.


