
Assembly instructions Beam-antenna for ALF

Fundamental:
This  antenna  is  a  beam-antenne  designed  for  the  2.4
GHz WLAN frequency band with a performance gain of
17dbi. Through the rich performance gain and the strong
signal bundling, very high distances can be bridged. The
assembly takes place on a rod with diameter 38 - 51mm.
The  antenna  cable  must  be  tightly  screwed  after
assembly, mounting the two antennas in direct alignment
to each other. 

Installation:

Attention: No  liability  for  performance  or  durability
problems, losses are taken over if the assembly was not
carried out according to this manual. 

9352-ALF-RICHT-ANT



Under the web-address https://www.process-informatik.de are product specific
documentations or software-driver/-tools available to download.
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Please make sure to update your drivers before using our products.



DB-Backup/Restore S7-PLC PN-port on USB-stick via dig. IO

Via digital input triggered DB-backup/-restore without additional PC via PN-port to
USB-stick

Management of the data-areas

With the management of the data-areas it is determined whether the entered data-areas can
be read/written via the module with the connected controllers. A central button for the
function determines whether the specified inputs are "allowed" or "not allowed" are.
 The input itself is kept very simple: "r" for reading and "w" for writing, a ":" as a
separator and then the data-area in S7-format. If there is only one CPU on the bus, the
CPU-address does not even have to be specified, the participant on which the module is
plugged in is used.



Secure access through VPN

Secure connection via network or internet or via modem-line with VPN? 
 The TeleRouter fulfills all of these requirements. It contains an engine for VPN,
regardless of whether a server or a client is required. Configuration of the VPN-engine
and the device in general via the integrated web-server.
 A corresponding VPN-client for Windows can be downloaded free of charge as an
installation-script from the download-page.

Programming of S5-PLC above H1-, L1- or L2-Bus

You have an existing L1-, L2- or H1-bus on the customer side and have to program
parallel the PLCs? No problem, just connect the communication processor (CP) with a
monkey swing to the PLC, the Tele-Network-device with the TELE-CP-cable to a free CP
and select the needed PLC with PG-path selection. Herefore the L1-, L2- or H1-option is
needed.


